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Disclaimer 

This report was prepared as an account of work sponsored by an agency of the United States 
Gouernment. Neither the United States Government nor any agency thereof nor any of 
their employees, makes any warranty, express or implied, or assumes any legal liability or 
responsibility for the accuracy, completeness, OP usefulness of any information, apparatus, 
product, 01‘ process disclosed, or represents that its use would not infringe privately owned 
rights. Reference herein to any specific commercial product, process, or seruiee by trade 
name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its 
endorsement, recommendation, or fauoring by the United States Government or any 
agency thereof The views and opinions of authors expressed herein do not necessarily state 
or reflect those of the United States Government or any agency thereof. 
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ABSTRACT 

A series of model SSC collider dipole magnets (50 mm apermre. 1.5 m magnetic length) are 
being built and tested at Fermilab. The early magnets have been built according to the Fennilab 
baseline design. The magnets are precursotx to the full length 15 m models to be used in the 
Accelerator Systems String Test at the SSCL. All magnets are instrumented with voltage taps for 
quench localization and with strain gages to measme stresses and deflections in the coil and support 
structure. Measurements are made during assembly, cooldown. excitation, and warmup. 
Comparisons are made between data and design expectations, and magnet behavior is correlated with 
changes in the magnet design and assembly methods. 

INTRODUCTION 

Tests have been performed at Fermilab on 50 mm aperture I.5 m long model magnets built at 
Femtilab for the SSC project. Because of the reduced longitudinal scale of the magnets (1.5 m vs 15. 
m) and because these magnets are tested in a vertical dewar (and hence need not be placed in their 
own cryostat), it is possible to build and test magnets approximately 3 times faster than the longer 
magnets and at a much reduced cost. This allows the program to validate many design features in a 
timely fashion which in mm may be incorporated into the long magnet program. 

Table 1 is a summary of the eight 50 mm model magnets that have been constructed to date, 
These magnets incorporate the features of the Fermilab full length baseline designtZ3.4. The 
imtenouter) coils are made of 30 (23) strand NbTi cable with 6 micron fdament diameter and Cu:SC 
ratio of 1.49. The copper field shaping wedges are insulated either with glass-epoxy tape and 
Kapton or Kapton only . The 1.52 mm thick stainless steel collar laminations are locked in place 
psing tapered brass keys. The outer coil is insulated from the cotJam by 5 layers of 0.13 mm Kapton 
msulatton. On some magnets, quench protection heater strips are placed between these layers. The 
results of heater tests have been reported eJsewhere5. The inner-outer coil splice is located external 
to the high field body region. and is supported along with the magnet end by G-10 collets and an 
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Magnet I I NatlIe 

DSA321 

(mm) - (MPa) Cooldowo 
Ioner/Outcr Inner/Outer (MM 

O./O. 62./86. -19./-14. 

DSA322 Assembly 
Experiments Only 

DSA323 Stainless Steel O./O. 52./12. -3O.b10. 
EndCut 

DSA324 Aluminum 
End Can 

.13/-.13 76.160. -33.1-g. 

DSA326 Aluminum 
End Cau 

O./O. 69.156. -37.1-23. 

DSA321 Assembly 
Experiments only 

DSA32S 

DSA329 

Kapton Only 
wedge Insulation 
Inner Coil Only 

Kapton Only 
wedge. Insuladon 

w-.13 70./45. -36./-9. 

.09/o. 69.i39. ReSelltly 
Under Test 

I I I 1 I 

Table 1. Summary of Fermilab Constructed 1.5 m Model Magnets. 

aluminum or stainless steel cylindrical can. The yoke consists of vertically split low carbon high 
quality steel laminations. 
longitudinally. 

A stainless steel shell surrounds the yoke and is seam welded 

The magnet is instrumented with voltage taps at each coil splice. Additionally, the first hvo 
current blocks nearest the the inner coil pole are instrumented for quench localization. Strain gage 
transducers6 ate located in the collars to measure azimuthal stress between the collars and the coils. 
Gages are also located on the surface of the shell to measure the stress due to welding, cooldown, 
and the force transferred by friction from the coil during excitation. End force gages measure the 
force of the coil on the end plate due to differential thermal contraction during cooldown and the 
Lotents force due to magnet excitation. 

EXPERIMENTAL DETAILS 

Collar strain gages were monitored during the collaring and yoking process. The design post- 
yoke stress is 70 zh 14 MPa for the inner coils and 56f14 for the outer coils. This coil stress is 
adjusted by adding or subtracting Kapton insulation at the pole as well as modifying the molding 
fixture. As shown in Table 1, the desired inner stress is obtained except in magnet DSA323. For 
DSA321 and DSA323. the outer stress was systematically higher than design but was adjusted lower 
on subsequent magnets. Magnet measuremems were performed after collaring and then again after 
yoking using the BNL B2 Mole measuring system 7. The system consists of 0.6 m tangential and 
dipole bucking coils rotating at 0.31 Hz. The voltages were mad by fast sampling DVMs. The 
resttkmt voltages are analyzed using an FFT algorithm. 

Cold measurements are performed in a 3.1 m vertical dewar of boiling helium. Magnet 
temperatures of 3.0 K to 4.35 K are achieved by varying the boiling helium bath pressure. Strain 
gages and voltage taps, as weII as dewar temperatum, pressure and helium liquid level are monitored 
through a DEC MicroVax II computer. Magnetic measurements are performed by inserting warm 
probes mto a stainless steel anti-cryostat, which is in turn inserted into the bore of the magnet. The 
dipole field strength is measured using a Rawson-Lush field meter and has an accuracy of 
approximately 1 part in 5000. Field harmonics are measured using Morgan and tangential coils 
rotated at 6 Hz. The 46 cm active length Morgan coil was used on the earlier testss. and was later 
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replaced with a 25 cm active length tangential coil. The resultant voltages are processed using a V/F 
based data acquisition system. The Morgan coil data has windings up to the decapole only, thus no 
transverse centering through 16 pole or 20 pole elimination is possible. For these tests only the 
allowed b2 and b4 are reported. Magnetic measurements are performed as a function of excitation 
current, and as a function of longitudinal position at 5 kA. The strain gage data are recorded in 
increments of magnet excitation squared. The magnet is repeatedly ramped to quench at 16 A/s to 
establish a quench plateau at 4.35K. 4.2K and 3.8 K. Additional quenches are performed at 4.35 K 
at ramp rates up to 300 A/s. AC loss measurements were performed on DSA323. DSA324 and 
DSA328. Each magnet was tested through at least two thermal cycles in order to study retraining. 

Tests of five of these magnets(DSA321. DSA323, DSA324, DSA326. DSA328) have been 
completed. DSA329 has not yet been cold tested. Two magnets (DSA322, DSA327) have been used 
for collaring experiments, and will not be cold tested. 

RESULTS 

Quench Performance 

The quench perfom-tance at 4.35 K (first thermal cycle) and 3.8 K (performed on either first or 
second thermal cycle) is shown in Figure 1. For all quenches the magnet is ramped at 16 A/s from 
zem excitation curtent. The quench velocity for such plateau quenches is typically 80 m/s9. With the 
exception of the first quench of DSA321, these magnets exhibit no training at 4.35K. The quenches 
occur in the straight section of the inner pole turn which is the high field region of the coil. The 
training quench in DSA321 occurred in the outer coil and is probably attributable to a manufacturing 
error to. No training quenches are observed during subsequent thermal cycles. At 3.8 K less than 
one training quench was observed on average. 
three quenches in the outer coil. 

The exception to this was DSA324 which exhibited 

During the initial test of DSA323, the magnet was found to quench unpredictably at 
approximately 3 kA on the down ramp only. 
inner coils at the return end. 

The quenches occurred in the pole turn of one of the 
The magnet was partially disassembled and the end cylinder was 

removed. It was discovered that the coil end saddles were not all the same length. Thus, the shoner 
coil might not be properly supported axially thmugh the cylindrical end can. 
were adjusted, the magnet was reassembled and retested. 

The end saddle lengths 

also found during this second test. 
Unfortunately, down ramp quenches were 

Further studies are needed to understand this problem. 
Figure 2 shows the ramp rate dependence of the quench current. At ramp rates less than 25- 

50 A/s the quench current is insensitive to the ramp rate. The quenches occur in the high field region 
of the conductor. For two magnets, DSA321 and DSA323, this small ramp dependence extends to 
200 A/s and beyond. DSA323 quenches above 200 A/s occur in the ramp splice near the pole turn. 
For magnets with more severe ramp rate dependence, the high ramp rate quenches occur in a less 
instrumented portion of the magnet, towards the midplane. The high ramp rate quench location near 
the midplane is expzzted because there the magnetic field direction is most perpendicular to the wide 
cable face, thus facilitating inter-suand eddy currents. 

85cnl~,. . . . . . . . . . . . . . ( .., 

Quench Number 

Figure 1. Quench history for first thermal cycle. 
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Figure 2. Quench current as a function of ramp rate at 4.35 K 

Ramp Rate (A/S) 

Ramp Rate (A/S) 

Figure 3 AC loss as a function of ramp rate. The magnet is cycled between 0.5 kA and 5 kA Solid 
lines are least square tit to data. Slope of lines are 0.703, 0.624, and 0.594 J/A/S for DSA324. DSA328. 
and , DSA323 respectively. 

AC Loss Measurements 

For three magnets (DSA323, DSA324, DSA328) the AC loss as a function of ramp rate was 
measured using fast digitizing DVM’s to measure the magnet voltage and current tt.12. Figure 3 
shows the AC loss as a function of ramp rate using a 0.5 kA to 5.0 kA ramp cycle. The data fmm 
each magnet are tit to a straight line. The extrapolated value at df/dt =O is the AC loss due to iron and 
superconductor magnetization. All three lines extrapolate to the same value to within measurement 
errors at dl/dt =O. This is expected since these magnets have the same iron contribution and are 
made with similar conductor. 
levels of eddy current loss. 

The difference in slope among the magnets is due to the different 
A comparison of Figure 2 with Figure 3 shows that there is a correlation 

between eddy current loss and quench current degradation at high ramp rate. The variation of AC 
loss as well as ramp rate dependence among these similar magnets (DSA323 and DSA324 are made 
with conductor from the same reel) is an interesting phenomenon that is under study. 



(Magnet Current)a (kAa) 

Figure 4 Average coil stress as a function of excitation current squared. 

Mechanical Measurements 

Figure 4 shows the average prestress for inner and outer coils as a function of excitation 
current squared (12). As shown inTable 1, each magnet loses 30 (15) MPa of coil stress during cool 
down to LHe temperatures for inner(outer) coils. With the exception of DSA323, both inner and 
outer coils show adequate pmstress; no unloading is observed even at the highest 12. The slope of 
stress vs 12 is approximately linear. A linear relationship between increasing end force and 12 is also 
observed (not shown). The average end force at 7.5kA is 15 kN. which implies that approximately 
%&;ent of the the coil Lorentz force at this current is transferred to the collar/yoke/shell by 

Magnetic Measurements 

Table 2 summarizes the magnetic measurement at mom temperature and in atmospheric 
pressure boiling helium. The cold measurements are an average of the readings taken at 2kA fmm 
the up and down portion of a ramp cycle with maximum excitation current greater than 7.0 kA. 
Only b2 and b4 are reported for DSA321 and DSA324 because only data from the Morgan coil is 
available. For alI magnets except DSA321. the probe active length is positioned 1ongimdinalIy at least 
20 cm away from the strain gage transducers. This is because the strain gage block becomes 
magnetic upon excitation at cyrogenic temperatures and contributes significantly to b2 and b4 at 2 kA 
excitation current For DSA321 the gage pack was located at the magnet’s longitudinal center. Thus 
it was not possible to take data without the infIuence of the gage pack. 
the gage pack is estimated from studies on a later magnetls. 

For this magnet the effect of 

For the mom temperature measurements, the data are an average off 10 A measurements in 
order to eliminate the effect of any external magnetic field such as the earth’s magnetic field. The data 
are recorded at several longitudinal positions. However, we present only the data taken at the same 
longitudinal location as the corresponding to cold measumment. 

With the exception of pole shims and differences in copper wedge insulation, the variations in 
harmonics are due to measuring and manufacturing errors. To estimate the warm and cold random 
error, several data points were taken at the same longitudinal location for one magnet (DSA326). 
The random errors are smaIl compared to the magnet to magnet variation. The effect of Kapton pole 
shimming which should affect only the allowed harmonics is estimated using field calculationsl4. 
On the whole, the F&IS deviation of the harmonics are all within the required SSC random error 
tolerances. For many of the harmonics the systematic values are larger than the SSC systematic 
tolerance, even after correcting for the effects of pole shimming as shown. 
design has approximately +0.05 units built in to aid in the centering corrections. 

For b8, the present 
The large variation 

in b2 may be due in part to the distribution in cable thickness. The average shim corrected b2 value 
for DSA321-6 (glass-epoxy tape insulated wedges) is 2.1k.6 compared to 0.5f.3 for DSA328-9 
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HARMONICS (UNITS @ 10 mm) 

I PIlie 321 323 324 326 328 329 11 326 ( SSC 1 SSC 1 

,I , , , “.“LJ , I 

’ f-57 11 I I 

I, “.“I, 
’ I 0.049 11 

nnll 11 0.003 
O.COO 

-0.467 11 0.119 0.04 0.5 
II nn4, 

Table 2 Measured warm and cold harmonics. Room temperature meawrements are averages of I 10 amps. 
Cold harmonics are average of up ramp-down ramp value at 2 kA for Imax >7 kA cycle. Cold Transfer 
function measured with the Rawson Lush Field meter al 3 kA. For b2, b4 ,b6, b8 warm harmonics corrected 
for pole shims are also presented. 
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Figure 5. Measured and predicted transfer function YS excitation current. 
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Figure 6. Measured and predicted harmonics vs excitation current. (I) b2 from DSA326 (II) h4 from 
DSA326. (III) F’rexlicted Iron Saturation for b4, (IV) predicted Iron Saturation for b2 

(Kapton only insulated wedges). It is estimated that a ,005 mm displacement of the middle turn of the 
inner coil towards the midplane (pole angles kept constant and all turn thickness adjusted linearly) 
would change b2 by + 1.1 unit.95 

There is generally good correlation between warm and cold harmonics. For b2 and b4 (where 
we have the most statistics) the RMS of the warm-cold distribution is less than 20 percent of the SSC 
random error tolerance. Thus the warm measurements should be a good indication of the magnet’s 
cold geomebic harmonics at fields where the iron saturation effects ate negligible. 

Also included in Table 2 is a comparison of the measured transfer function for the collated coils 
and warm and cold assembled magnets with prediction 4. The cold measurements arc taken at 3 kA 
excitation current with the Rawson-Lush field meter. The effect of iron saturation at higher fields is 
shown in Figures 5 and 6. Figure 5 shows the transfer function for DSA326, measured with one of 
the dipole windings on the tangential probe. Above 4 kA, the iron saturation becomes significant. 
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For all magnets, both warm and cold, the measured value is systematically lower than predicted. 
Figure 6 shows b2 and b4 as a function of excitation current, for currents above 2 kA. The dip in 
both distributions at 4 kA is due to iron saturation in the poles, the subsequent rise is due to iron 
saturation at the midplane. Cutouts are included in the imn yoke midplane to balance these two 
saturation effects. The predicted b2 and b4 ate also shown. b2 is expected to vary by approximately 
0.6 units. The measured variation is smaller. It is interesting to note that the shape of b2 is different 
for Fermilab and BNL designed model dipoles. ‘Ibis is likely doe to a collar alignment notch which is 
located in the midplane of the vettlcally split Fermilab magnets and in the pole of the horizontally split 
BNL magnets. 

CONCLUSION 

Tests have been performed on several Fermilab-built 50 mm aperture 1.5 m long model 
magnets. The quench performance has been very good, with few training quenches. All quenches at 
the nominal 16 A/s ramp rate exceed the SSC design operating ctmem by at least 600 amps. ‘Ibere is 
a correlation between AC eddy current energy loss and mmp rate dependence of the quench current. 

All magnets exhibit good mechanical behavior. With the exception of the DSA323 inner coil, 
there is adequate stress to prevent unloading during magnet excitation. 

The warm and cold harmonics have been measured. Though the statistics are limited, the RMS 
variation appears to be well within the SSC specifications. There is a good correlation between warm 
and cold harmonics. There is good agreement in shape of the transfer function, though the warm and 
cold transfer functions are systematically lower than predicted. ‘Ibe measured variation b2 due to iron 
saturation is smaller than predicted. 
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